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LED LIGHT TOWER

TMLT SERIES

Constructed of heavy-duty galvanized steel with a durable anti-steel corrosion protection powder coat inside and out, the TMLT 
Series is tough enough for any job site but quiet enough for any event. The TMLT1280 tower boasts four high-efficiency LED 
lamps equaling 1280W, and the TMLT1920 utilizes six LED lamps equaling 1920W. Hybrid and Solar models provide extended 
run times and alternate fuel sources. The LED lamps are adjustable and tiltable by hand with reinforced heavy-duty brackets. 
Some features include a hydraulic winch, Deep Sea Controller with 16 event seven-day digital timer, and telescopic vertical 
galvanized mast. 

Applications: Construction Sites, Emergency Response, Rural Areas, Oil & Gas, Special Events, and Military

Additional Features:

• Dedicated Breaker Protected Circuits for Each LED Lamp

• Galvanized Vertical Mast

• Convenience Receptacles 

• Digital timer with Automatic Dusk to Dawn Operation

• Rugged 10 Gauge Steel Enclosure & Fenders Galvanized and Powder Coated

• 5 Year Warranty

For information on Taylor Power Systems’ TMLT Series, visit: www.taylorpower.com

SERVICE YOU CAN DEPEND ON
Taylor Sudden Service is the parts, service, repair, and rental provider for all Taylor Power Systems Generators. Backed 
by a network of parts and service centers, a nationwide dealer support organization, and factory-trained service 
technicians, Taylor Sudden Service is committed to providing the best parts and service support in the industry. Taylor 
Sudden Service provides on-site repairs and service for all major brands of industrial & commercial generators. Our 
technicians are factory trained on Taylor Power Generators and the latest standby power systems. For information on 
Taylor Sudden Service, visit: www.taylorsuddenservice.com

QUICK SPECS

MODEL TMLT1280 TMLT1920 TMLTX Hybrid TMLTX Hybrid Lithium TMLTX Solar

MAST HEIGHT 26’ 27’ 28’ 26’ 25’

LIGHT TYPE LED LED LED LED LED

LIGHT OUTPUT 1280W (320Wx4) 1920W (320Wx6) 1440W (360Wx4) 600W (100Wx6) 640W (160Wx4)

ENGINE MODEL Kubota Z482-E4B Kubota D1105 Kubota Z482 Yanmar L70A N/A

EMISSION REGULATION Tier 4 Tier 4 Tier 4 Tier 4 N/A

FUEL TANK CAPACITY 46 Gallons 30 Gallons 34 Gallon 68 Gallon N/A

RUN TIME 200 Hours 71 Hours 450 Hour 731 Hour N/A

SOUND LEVEL @ 23’ 65 dBA 68 dBA 68 dBA 65 dBA N/A

STOWED DIMENSIONS 73”L x 56”W x 98”H 101”L x 54”W x 98”H 98”L x 58”W x 98”H 92”L x 57”W x 98”H 138”L x 87”W x 109”H

OPERATING DIMENSIONS 96”L x 107”W x 335”H 101”L x 100”W x 335”H 98”L x 79”W x 335”H 92”L x 107”W x 315”H 165”L x 115”W x 335”H
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